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Region

Basic  
Electrical  

Code Base Standard Symbols Hazardous Area Standards Symbols

IEC/EN 62444 - Cable Glands
IEC/EN 60079-0 - General Requirements

EX

Europe IEC IEC/EN 61386 - Conduit Systems CE
IEC/EN 60079-1 - Flameproof Equipment

IEC/EN 60529 - Ingress Protection
IEC/EN 60079-7 - Increased Safety

IECEx 
IEC/EN 60079-31 - Dust Enclosure

UL514B - Fittings
UL2225 -xxxx

US NEC UL360 - Electrical Conduit
UL

UL

UL50E - Environmental Considerations UR UL1203 - xxxx

CSA C22.2-25 -30 -174 -94

CSA C22.2-18.3 - Fittings CSA C22.2/IEC 60079-0 - General Requirements

Canada CEC CSA C22.2-54-04 - Electrical Conduit CSA CSA C22.2/IEC 60079-1 - Flameproof Equipment CSA

CSA C22.2-227.3 - Protective Tubing CSA C22.2/IEC 60079-7 - Increased Safety

CSA C22.2/IEC 60079-31 - Dust Enclosure

–
World standards

—
 Certifications and Standards 
Global Guide
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Region

Basic  
Electrical  

Code Base Standard Symbols Hazardous Area Standards Symbols

IEC/EN 62444 - Cable Glands
ГОСТ Р МЭК 60079-0 - General Requirements

EAC ExRussia IEC IEC/EN 61386 - Conduit Systems EAC
ГОСТ Р МЭК 60079-7 - Increased Safety

IEC/EN 60529 - Ingress Protection
ГОСТ Р МЭК 60079-31 - Dust Enclosure

ГОСТ IEC 60079-1 - Flameproof Equipment

ABNT NBR IEC 62444 - Cable Glands ABNT NBR IEC 60079-0 - General Requirements

InMetro
(Segurança)

Brazil IEC
ABNT NBR IEC  61386 - Conduit Systems

InMetro
ABNT NBR IEC 60079-1 - Flameproof Equipment

ABNT NBR IEC 60529 -  
Ingress Protection

ABNT NBR IEC 60079-7 - Increased Safety

ABNT NBR IEC 60079-31 - Dust Enclosure

GB3836.1 - General Requirements

IEC/EN 62444 - Cable Glands GB3836.2 - Flameproof Equipment CNEX

China IEC IEC/EN 61386 - Conduit Systems GB3836.3 - Increased Safety

IEC/EN 60529 - Ingress Protection GB12476.1 - Dust General Requirements PCEC

GB12476.5 - Dust Enclosure

–
World standards

CERTI FI C ATI O NS A N D S TA N DA R DS -  G LO B A L G U I D E
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Visit the T&B Liquidtight web pages on ABB.com for our most up-to-date product 
lineup, and much more. This is the place to go to find all of the planning documents 
you need at your fingertips, including :

—
Further information
Visit our website

• Technical data sheets
• Quick select tables
• Chemical resistance charts
• CE declarations of conformity
• Complete parts lists with detailed descriptions

Document Number: EC-012-16-162 Revision -                                                              Page 1 of 3

ABB

EU Declaration of Conformity
EU Konformitätserklärung

Déclaration UE de conformité
Dichiarazione di conformità UE

This declaration of conformity is issued under the sole responsibility of the manufacturer
Die alleinige Verantwortung für die Ausstellung dieser Konformitätserklärung trägt der hersteller /
La présente déclaration de conformité est établie sous la seule responsabilité du fabricant /
La presente dichiarazione di conformità è rilasciata sotto la responsabilità esclusiva del fabbricante

ABB 
8 Boulevard Millénium, B-7110 La Louvière (Belgium)

Object of declaration
Gegenstand der Erklärung/Objet de la déclaration/Oggetto della dichiarazione

Liquid-tight Flexible Metallic Conduit
Flüssigkeitsdichter und flexible Metallschutzschlauch
Gaine métalique et flexible étanche
Guaina metallica flessibile a tenuta stagna

Type/Typ/Type/Tipo: LTAE Series - See Annex 1
Serie LTAE - Siehe Annex 1
Série LTAE - Voir annexe 1
Serie LTAE - Vedi annesso 1

The object of the declaration described above is in conformity with the relevant Community 
harmonisation legislation
Der oben beschriebene Gegenstand der Erklärung erfüllt die einschlägigen / Harmonisierungsrechtsvorschriften der Gemeinschaft /
L’objet de la déclaration décrite ci-dessus est conforme á la législation communautaire d’harmonisation applicable /
L’oggetto della dichiarazione di cui sopra è conforme alla pertinente normativa comunitaria di armonizzazione

2014/35/EU Low Voltage Directive (LVD)
Niederspannungsrichtlinie/Directive basse tension/Direttiva Bassa Tensione

2011/65/EU Restriction of Hazardous Substances (RoHS)
RoHS Richtlinie/Directive RoHS/Directiva RoHS

and are in conformity with the following harmonized standards or other normative documents
nachgewiesen durch die Einhaltung der nachstehend aufgeführten Normen oder anderen normativen Dokumenten /
et justifié par le respect des Normes mentionnées ci-dessous ou autres documents normatifs /
e sono stati applicati le norme o altri documenti normativi indicati di seguito

EN 61386-1:2008 and EN 61386-23:2004
Notified Body and number of the EC-type-examination certificate Self-Declaration
Benannte Stelle und Nummer der EG-Baumusterprüfbescheinigung/Organisme agrée et numero du certificate de test CE/Organismo 
notificato e il numero del CE attestato di certificazione

Year of CE Marking 2016
Jahr der CE-Kennzeichnung/Année d’apposition du marquage CE/Anno in cui è stata affissa la marcatura

Signed for and on behalf of
Unterzeichnet für und im Namen von/Signé par et au nom de/Firmato in vece e per conto di

ABB
Memphis, Tennessee, USA on 9 August 2016

Michael Pratt Andrea Castella
GPG R&D Director Hub BU Manager

EPIP Europe

56 PRO D U C T C ATA LO G G LO B A L PR O D U C TS FO R G LO B A L SO LU TI O NS

Resistance guide

Chemicals Metals Plastics & Elastomers

3 = Excellent
2 = Good
1 = Fair to poor
0 = Not recommended
 - = No data
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Hydrazine 2 0 0 3 3 3 - 2 - 0 0 3 2 1 0

Hydrochloric Acid - 10% 0 0 0 3 0 0 0 0 3 0 3 3 - 0 -

Hydrochloric Acid - 37% 0 0 0 3 0 0 0 0 3 0 1 1 2 0 0

Hydrogen Peroxide - 30% 3 2 0 3 2 2 0 0 3 0 2 2 - 0 -

Hydrogen Peroxide - 90% 3 - 0 2 3 - 0 0 3 0 3 1 - 0 -

Isopropyl Alcohol 3 3 3 3 3 3 0 3 - 3 3 2 3 2 0

Isopropyl Amine - - 3 3 3 - - - - - - - 0 - -

Isopropyl Chloride 0 - 3 3 3 3 - 3 - - 0 0 0 0 0

Isopropyl Ether 2 3 3 3 3 3 3 0 - - 0 0 2 0 2

Jet Fuel (JP1 to JP6) 3 3 3 3 3 3 1 3 - - 0 0 - 0 -

Kerosene 3 3 3 3 3 3 3 3 3 1 0 0 3 0 2

Ketchup - - - 3 3 3 3 3 3 - - 3 - 3 -

Ketones 2 3 3 3 3 3 3 0 0 0 0 3 0 0 0

Lacquers 3 1 1 2 3 3 3 0 0 0 0 0 0 0 0

Lactic Acid 0 0 0 3 2 2 0 1 - 0 2 3 - 1 -

Lactic Acid - 5% Solution 1 - 0 3 3 - - 3 - 0 3 3 3 3 2

Lard 3 3 3 3 2 3 3 2 - 2 2 0 - 0 -

Lard Oil (Cold) 3 3 3 3 3 3 - 3 - - - 0 - 2 -

Lard Oil (Hot) 3 3 3 3 3 3 - 3 - 2 2 0 3 2 1

Latex 3 - - 3 3 3 3 1 - - 3 3 3 2 0

Lubricants 3 3 3 3 3 3 3 3 3 3 2 0 - 0 -

Lubricants (Petroleum) 1 - 3 3 3 3 3 3 3 3 0 0 3 2 2

Lubricating Oil 3 3 3 3 3 3 3 3 3 3 3 0 - 2 -

Methanol 2 3 3 3 3 3 2 3 2 3 3 3 3 0

Methyl Acetate 2 2 2 2 3 2 3 2 0 1 0 1 0 0 0

Methyl Acetone 3 3 3 2 3 3 3 0 - 0 3 1 0 -

Methyl Bromide 0 3 3 3 3 3 0 0 0 0 0 0 2 0 0

Methyl Ethyl Ketone (MEK) 2 3 3 3 3 3 1 1 0 2 0 3 0 0 0

Methyl Formate 3 - 2 2 2 2 - 3 - - - 1 0 2 0

Nitric Acid - 10% 0 0 0 1 3 3 0 0 3 0 0 2 - 2 -

Nitric Acid - 70% 3 - 0 1 3 3 0 0 0 0 0 0 - 0 -

Olive Oil 3 3 3 3 2 3 3 3 - 3 0 3 0 3

Ozone 2 0 1 3 2 2 0 0 1 0 3 0 1 3

Paint Thinner, Duco 0 2 2 3 2 3 3 3 0 - 0 0 0 0 0

Paraffin 3 3 3 3 3 3 3 3 3 - 3 0 3 2 3

Petroleum 0 - 1 3 3 3 3 2 2 2 2 0 - 2 -

Petroleum Ether 2 - 2 3 3 3 3 3 2 - 3 0 3 0 2

Phenol 2 - 0 3 3 - - 3 2 0 1 - 0 0 0

Phenol (10%) 3 0 0 3 2 2 0 2 2 - 2 2 - 0 -

Phosphoric Acid - 10% 0 - 0 3 3 - 0 - 3 - 3 3 - 2 -

Phosphoric Acid - 20% 0 - 0 3 3 2 0 0 3 - 3 3 2 2 1

Salt Brine 1 0 0 1 2 0 3 2 2 3 3 3 - 3 -

Salt Water 0 0 0 1 1 2 3 3 2 3 3 3 3 2 0

Sea Water 0 0 0 1 1 1 3 3 3 3 3 3 3 2 3

Sea Water (Brine) 3 - 1 1 3 - 3 3 3 - 3 3 - 2 -

Sewage 0 0 0 2 3 3 - 3 2 3 1 3 2 0

Silicone 2 3 3 3 3 3 3 3 3 3 3 - 3 -

Silicone Grease - - - 3 - - - 3 3 - 3 3 3 3

Silicone Oil 2 3 2 3 3 3 3 3 2 3 3 3 0 3

Silver Nitrate 0 1 0 3 2 2 3 3 0 2 3 2 3 3

—
Chemical resistance guide
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—
Liquidtight flexible metallic conduits
Quick select table - LTAE Aluminiun, CE certified

Liquid-tight Flexible Metallic Conduit Fittings Accessories

Core Material: Galvanized Steel
Jacket Material: PVC, Smooth, Machine Tool Gray
Copper Bonding Wire: None

Steel,  
Malleable 
Iron Zinc 

Chromate

Series 5200AL Liquidtight Series 5200/5300-PT Liquidtight - Quick Connect

Trade Size Reference Carton 2) Technical Type Insulated Non-Insulated All Insulated Non-Insulated Sealing
Gasket

Wire Mesh
Grips

Conduit
Support Ty-Rap® 5)UL

Inch
CSA
mm

ISO/BSEN
mm Part No. Feet Meters

UL Bond
Wire

ID Range (Nominal) Min. Static Bend Radius
Std. Thread

Straight
Part No.

45°
Part No.

90°
Part No.

Straight
Part No.

45°
Part No.

90°
Part No.

All
Suffix 3)

Straight
Part No.

45°
Part No.

90°
Part No.

Straight
Part No.

45°
Part No.

90°
Part No.Inch mm Inch mm Part No. Part No. Part No. Part No.

3/8 12 16 LTAES01G-C 100 30 No
0.484 to

0.505
(0.493)

12.3 to
12.8

(12.5)
2.0 51

NPT 1/2” – – – 5231AL – 5251AL ….GR – – – – – –

5261 WMG-LT1 P CLIP/16 TY523MXISO M16 – – – – – – – – – – – – –

PG 13.5 – – – – – – – – – – – – –

1/2 16 20 LTAES02G-C 100 30 No
0.622 to

0.642
(0.632)

15.8 to
16.3

(16.0)
2.5 64

NPT 1/2” – – – 5232AL – 5252AL ….GR – – – – – –

5262 WMG-LT2 P CLIP/20 TY523MXISO M20 – – – – – – – – – – – – –

PG 16 – – – – – – – – – – – – –

3/4 21 25 LTAES03G-C 100 30 No
0.820 to

0.840
(0.830)

20.8 to
21.3

(00.0)
3.0 76

NPT 3/4” – – – 5233AL – 5253AL ….GR – – – – – –

5263 WMG-LT3 P CLIP/25 TY524MXISO M25 – – – – – – – – – – – – –

PG 21 – – – – – – – – – – – – –

1 27 32 LTAES04G-C 100 30 No
1.041 to

1.066
(1.053)

25.4 to
27.1

(00.0)
4.0 102

NPT 1” – – – 5234AL – 5254AL ….GR – – – – – –

5264 WMG-LT4 P CLIP/32 TY524MXISO M32 – – – – – – – – – – – – –

PG 29 – – – – – – – – – – – – –

1-1/4 35 40 LTAES05G-B 50 15 No
1.380 to

1.410
(1.395)

35.1 to
35.8

(00.0)
4.5 114

NPT 1-1/4” – – – 5235AL – 5255AL – – – – – – –

5265 WMG-LT5 P CLIP/40 TY525MXISO M40 – – – – – – – – – – – – –

PG 36 – – – – – – – – – – – – –

1-1/2 41 50 LTAES06G-B 50 15 No
1.575 to

1.600
(1.587)

40.0 to
40.6

(00.0)
5.5 140

NPT 1-1/2” – – – 5236AL – 5256AL – – – – – – –

5266 WMG-LT6 P CLIP/50 TY525MXISO M50 – – – – – – – – – – – – –

PG 42 – – – – – – – – – – – – –

2 53 63 LTAES07G-B 50 15 No
2.020 to

2.045
(2.032)

51.3 to
51.9

(00.0)
7.0 178

NPT 2” – – – 5237AL – 5257AL – – – – – – –

5267 WMG-LT7 P CLIP/63 TY527MXISO M63 – – – – – – – – – – – – –

PG 48 – – – – – – – – – – – – –

2-1/2 63 70 LTAES08G-A 25 8 No
2.480 to

2.505
(2.492)

63.0 to
63.6

(00.0)
9.5 241

NPT 2-1/2” – – – 5238AL – – – – – – – – –

5268 WMG-LT8 P CLIP/75 TY527MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

3 78 80 LTAES09G-A 25 8 No
3.070 to

3.100
(3.085)

78.0 to
78.7

(00.0)
11.5 292

NPT 3” – – – 5239AL – – – – – – – – –

5269 WMG-LT9 – TY527MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

4 1103 100 LTAES11G-A 25 8 No
4.000 to

4.040
(4.020)

101.6 to
105.6
(00.0)

14.0 356

NPT 4” – – – 5240AL – – – – – – – – –

5270 WMG-LT10 – TY5277MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

5 129 – LTAES12G-A 25 8 No
4.975 to

5.035
(5.005)

126.4 to
127.9
(00.0)

20.0 508

NPT 5” – – – – – – – – – – – – –

– – – TY529MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

6 155 – LTAES13G-A 25 8 No
6.015 to

6.075
(6.045)

152.8 to
154.3
(00.0)

22.5 572

NPT 6” – – – – – – – – – – – – –

– – TY529MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

Attn:  T&B Liquidtight Systems™ Quick Select Tables are intended to assist users with recommended component selection for Cable Protection System solutions.   
Final component selection is the responsibility of the user based on actual application, standards and local electrical code requirements. 
This information is regularly maintained and is subject to change at the discretion of T&B/ABB. 
Go to www.abb.com/low-voltage/products/conduit-fittings/liquidtight-systems for latest document revision.

Notes: 
1) Sealing Gasket required to achieve ingress ratings
2) Packaging lengths available in cartons, standard reels and bulk reels, see publication TDS000008 for details
3) Grounding Fittings available for NPT threaded versions, add suffix GR to the part number for ordering. Example: 5233ALGR
4) Ser. 5200/5300 Steel & Malleable Iron Fittings can be used, evaluate fittings for appropriate use in applications where severe corrosive environments exist
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Liquid-tight Flexible Metallic Conduit Fittings Accessories

Core Material: Galvanized Steel
Jacket Material: PVC, Smooth, Machine Tool Gray
Copper Bonding Wire: None

Steel,  
Malleable 
Iron Zinc 

Chromate

Series 5200AL Liquidtight Series 5200/5300-PT Liquidtight - Quick Connect

Trade Size Reference Carton 2) Technical Type Insulated Non-Insulated All Insulated Non-Insulated Sealing
Gasket

Wire Mesh
Grips

Conduit
Support Ty-Rap® 5)UL

Inch
CSA
mm

ISO/BSEN
mm Part No. Feet Meters

UL Bond
Wire

ID Range (Nominal) Min. Static Bend Radius
Std. Thread

Straight
Part No.

45°
Part No.

90°
Part No.

Straight
Part No.

45°
Part No.

90°
Part No.

All
Suffix 3)

Straight
Part No.

45°
Part No.

90°
Part No.

Straight
Part No.

45°
Part No.

90°
Part No.Inch mm Inch mm Part No. Part No. Part No. Part No.

3/8 12 16 LTAES01G-C 100 30 No
0.484 to

0.505
(0.493)

12.3 to
12.8

(12.5)
2.0 51

NPT 1/2” – – – 5231AL – 5251AL ….GR – – – – – –

5261 WMG-LT1 P CLIP/16 TY523MXISO M16 – – – – – – – – – – – – –

PG 13.5 – – – – – – – – – – – – –

1/2 16 20 LTAES02G-C 100 30 No
0.622 to

0.642
(0.632)

15.8 to
16.3

(16.0)
2.5 64

NPT 1/2” – – – 5232AL – 5252AL ….GR – – – – – –

5262 WMG-LT2 P CLIP/20 TY523MXISO M20 – – – – – – – – – – – – –

PG 16 – – – – – – – – – – – – –

3/4 21 25 LTAES03G-C 100 30 No
0.820 to

0.840
(0.830)

20.8 to
21.3

(00.0)
3.0 76

NPT 3/4” – – – 5233AL – 5253AL ….GR – – – – – –

5263 WMG-LT3 P CLIP/25 TY524MXISO M25 – – – – – – – – – – – – –

PG 21 – – – – – – – – – – – – –

1 27 32 LTAES04G-C 100 30 No
1.041 to

1.066
(1.053)

25.4 to
27.1

(00.0)
4.0 102

NPT 1” – – – 5234AL – 5254AL ….GR – – – – – –

5264 WMG-LT4 P CLIP/32 TY524MXISO M32 – – – – – – – – – – – – –

PG 29 – – – – – – – – – – – – –

1-1/4 35 40 LTAES05G-B 50 15 No
1.380 to

1.410
(1.395)

35.1 to
35.8

(00.0)
4.5 114

NPT 1-1/4” – – – 5235AL – 5255AL – – – – – – –

5265 WMG-LT5 P CLIP/40 TY525MXISO M40 – – – – – – – – – – – – –

PG 36 – – – – – – – – – – – – –

1-1/2 41 50 LTAES06G-B 50 15 No
1.575 to

1.600
(1.587)

40.0 to
40.6

(00.0)
5.5 140

NPT 1-1/2” – – – 5236AL – 5256AL – – – – – – –

5266 WMG-LT6 P CLIP/50 TY525MXISO M50 – – – – – – – – – – – – –

PG 42 – – – – – – – – – – – – –

2 53 63 LTAES07G-B 50 15 No
2.020 to

2.045
(2.032)

51.3 to
51.9

(00.0)
7.0 178

NPT 2” – – – 5237AL – 5257AL – – – – – – –

5267 WMG-LT7 P CLIP/63 TY527MXISO M63 – – – – – – – – – – – – –

PG 48 – – – – – – – – – – – – –

2-1/2 63 70 LTAES08G-A 25 8 No
2.480 to

2.505
(2.492)

63.0 to
63.6

(00.0)
9.5 241

NPT 2-1/2” – – – 5238AL – – – – – – – – –

5268 WMG-LT8 P CLIP/75 TY527MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

3 78 80 LTAES09G-A 25 8 No
3.070 to

3.100
(3.085)

78.0 to
78.7

(00.0)
11.5 292

NPT 3” – – – 5239AL – – – – – – – – –

5269 WMG-LT9 – TY527MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

4 1103 100 LTAES11G-A 25 8 No
4.000 to

4.040
(4.020)

101.6 to
105.6
(00.0)

14.0 356

NPT 4” – – – 5240AL – – – – – – – – –

5270 WMG-LT10 – TY5277MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

5 129 – LTAES12G-A 25 8 No
4.975 to

5.035
(5.005)

126.4 to
127.9
(00.0)

20.0 508

NPT 5” – – – – – – – – – – – – –

– – – TY529MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

6 155 – LTAES13G-A 25 8 No
6.015 to

6.075
(6.045)

152.8 to
154.3
(00.0)

22.5 572

NPT 6” – – – – – – – – – – – – –

– – TY529MXISO – – – – – – – – – – – – – –

PG – – – – – – – – – – – – – –

Features & Benefits:
– Designed to meet UL 360 ID/OD dimension requirements

– Full compliance to IEC 61386-1, -23 requirements, CE Certified

– Trade sizes from 3/8 to 6” (12mm to 155mm)

– Coordinated performance with Series 5200AL Fittings

– NEMA & IP ingress protection ratings aligned with industrial enclosures

– Smooth extruded jackets provide best performance with fittings

Applications:
– Aluminum liquid-tight flexible metallic conduit for use in corrosive environments

– Applications with light weight requirements, 40-50% lighter that typical steel 

construction

– Used extensively in applications where flexibility is necessary for motion, vibration 

and bending

– The inherant sunlight resistance of PVC enables this product to be used in outdoor 

applications

– Liquid-tight applications against water, oils, cutting fluids, mild acids

– For use in electrical circuits up to 1,000 V 

Construction / Material / Finish:
– Aluminum Core

– PVC (Polyvinyl Chloride) extruded smooth jacket

– Flame retardent and sunlight UV resistant

– Ink jet printed ratings and technical information

– Full range of trade sizes from 3/8 to 6” (12 to 155mm)

3/8 to 1-1/4”, square lock design

1-1/2” to 6”, fully interlocked design

– Colors: Machine tool gray standard, black optional

Environment ratings:

Working Temperature:
– Gen: 

Dry: -20 to +80°C (-4 to +176°F)

Oil: -20 to +70°C (-4 to +158°F)

Wet: -20 to +60°C (-4 to +140°F)

– IEC/CE: 

Gen: -15 to +60°C (+5 to +140°F)

Chemical resistance guide:
– See publication GM7636

Certifications / Standards:

Conforms to:
– IEC 61386-1, -23, Conduit Systems for Cable Management

EU Doc:  EC-012-16-162

– RoHS (Restriction of Hazardous Substance Directive)

– WEEE (Waste Electrical & Electronic Equipment Directive)

Standards requirements:

Designed to UL 360 and CSA C22.2 No. 56 standard 
requirements including:

– ID and OD Dimensions

Meets all IEC 61386-1, -23 standard requirements including:
– Compression strength - Code 2 Light; 320 N/50mm

– Impact strength - Code 3 Medium;  2 Joules

– Tensile strength - Code 3 Medium; 500 N/2 min.

Ingress protection:
– Provides “Ingress Integrity” between enclosures, fittings, conduits & seals when 

using LTAE Conduits and Series 5200AL Liquidtight Fittings

– Covers all trade sizes from 3/8” to 4” (12 .. 103mm)

System ingress ratings:
– Products tested and comply with UL 50/50E and CSA C22.2 No. 94

Type Rating requirements 

Indoor: Type 4, 12, 13 

Outdoor: Type 3, 3R, 4

– NEMA 250: Type 3, 3R, 4, 12, 13

IEC system ingress rating:
– IP ingress protection per IEC 60529 requirements

– IEC ingress rating: IP66, IP67

Aluminum, CE compliant Liquid-tight Flexible Metallic 
Conduits provide excellent performance in corrosive 
environments and installations where lightweight 
wireway is required
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Type LTAE - aluminum, CE Certified
Liquid-tight flexible metallic conduit
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