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In addition to the broad ranges of connectors offered within the PMAFIX Pro, 
PMAFIX and Smartline product lines, PMA offers further application specific 
connector solutions such as the MPNK-M series for high temperatures applications, 
JENQ-M series for Food and Beverage applications and the MONK-M to terminate an 
overbraided conduit.

—
Special connectors 
Introduction

Meet the demands of our customers.  
We are always looking for ways to offer our best services.
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—
Metal connectors, metric
Type MPNK & MONK

— 
Type MPNK - Metal connector for PMA conduit, metric thread

 
Order no.  
metal

Thread 
metric

Fits to  
conduit size

NW

Fits to  
conduit  

size profile

Inside  
Ø min.  

(mm)

Thread  
length

(mm)

MPNK MPNK-M160 M16 x 1.5 10 T 12.0 12.0 

MPNK-M162 M16 x 1.5 12 T 12.0 12.0 

MPNK-M207 M20 x 1.5 17 T 15.8 14.0 

MPNK-M253 M25 x 1.5 23 G 19.0 15.0 

MPNK-M329 M32 x 1.5 29 G 26.5 18.0 

For high temperature applications
Suitable for high mechanical loads
Nickel-plated brass
Seals made from silicon
Easy introduction of wires and cables
Vibration-proof connection to PMAFLEX conduit
Very good chemical properties
IP68

—
Type MONK - Metal connector for overbraided conduit, metric thread

 
Order no.  
metal

Thread
metric

Fits to  
conduit  
size NW

Fits to  
conduit  

profile

Inside  
Ø min.  

(mm)

Thread  
length 

(mm)

MONK MONK-M162 M16 x 1.5 12 T 12.0 12.0 

MONK-M207 M20 x 1.5 17 T 16.0 14.0 

MONK-M253 M25 x 1.5 23 G 19.0 15.0 

MONK-M329 M32 x 1.5 29 G 26.5 18.0 

MONK-M406 M40 x 1.5 36 G 35.0 15.0 

MONK-M508 M50 x 1.5 48 G 45.0 16.0 

For termination of overbraided conduit
For high temperature applications and applications in areas with hot metal shavings and flying sparks
Nickel-plated brass
Seals made from silicon
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—
Stainless steel liquid tight fitting
Type JENQ

— 
Type JENQ - for overextruded conduit, IP69

 Order no. 
Thread  

size metric

Fits to 
conduit  
size NW

Thread 
length 
 (mm)

Inside  
Ø min. 

(mm)
Ø D

(mm)

Wrench  
size 

(mm) sw

JENQ JENQ-M162-10 M16 x 1.5 12 10.0 9.2 31.9 35.9 30.0 

JENQ-M207-10 M20 x 1.5 17 10.0 13.0 35.0 36.9 32.0 

JENQ-M253-11 M25 x 1.5 23 11.0 18.3 44.5 41.6 40.0 

JENQ-M329-13 M32 x 1.5 29 13.0 24.0 55.5 48.7 50.0 

JENQ-M406-13 M40 x 1.5 36 13.0 32.4 61.5 51.2 57.0 

JENQ-M506-14 M50 x 1.5 48 14.0 42.3 78.0 57.4 74.0 

IP 69 rating 
For termination of overextruded conduit 
For high hygienic requirements 
Suitable for food & beverage industry 
Unique single piece design Stainless Steel 316L material 
Seals made from FDA compliant material 
Easy cleaning 
High thread and system connection strengths 
High resistance to chemicals and cleaning agents 
Easy assembly

Approvals




